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RODO 50/40 50/40 450N 6 10612 10608* 237

RODO 63/52 63/52 450N 6 11854* 11853* 149

RODO 75/60 75/60 450N 6 10613 10609* 131

RODO 90/76 90/76 450N 6 11374* 11373* 69

RODO 110/92 110/92 450N 6 10614 10610* 11695 48

RODO 125/105 125/105 450N 6 12965 12966* 12967* 38

RODO 160/134 160/134 450N 6 10615 10611 11794* 33

RODO 232/200 232/200 750 N 6 11369* 11370 11

Corrugated double-wall pipe in bars - RODO

Reference documents: PN-EN 61386-24

Characteristics:
•	 Double - wall pipe with corrugated external wall and smooth internal wall, rigid
•	 ZRD connector included 
•	 Possibility to order URD gasket to ensure connection tightness

Application:
Construction of cable ducts in open trenches. Used in the construction culverts,  
under communication routes (roads, tracks, streets).

Material: HDPE

Compressive strength: 450N, 750N

Scope of temperatures: -30°C ÷ 90°C

Colour:
External: red, blue or black 
Internal: black

Ø External diameter [mm]: 50; 63; 75; 90; 110; 125; 160; 232

Length of coils [m]: 6

NOTES: Possibility of producing pipe in a different colour and length of bars

Open trenches pipes

* product available on request at the minimum production requirement

The manufacturer’s recommendations regarding the product’s installation temperature are available in the warranty card.
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