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ROS-Zł 110/3,7 110 3,7 250N 10970 10975* 48

ROS-Zł 110/5 110 5 450N 10971* 10976* 48

ROS-Zł 110/6,3 110 6,3 750N 10972 10977* 48

ROS-Zł 110/10 110 10 1250N 11158* 11159* 48

ROS-Zł 125/7,1 125 7,1 1250N 11004 11005* 38

ROS-Zł 125/11,4 125 11,4 4000N 11152* 11153* 38

ROS-Zł 160/9,1 160 9,1 1250N 10973* 10978* 33

ROS-Zł 160/14,6 160 14,6 4000N 10974* 10979* 20

Smooth casing pipe with connectors - ROS-Zł

Reference documents: PN-EN 61386-24

Characteristics:
•	 Smooth, rigid pipe
•	 Connected by connectors ZROS, ZSROS

Application: Protection of cables in open trenches.

Material: HDPE

Compressive strength: 250N, 450N, 750N, 1250N, 4000N

Scope of temperatures: -30°C ÷ 90°C

Colour: Black

Ø External diameter [mm]: 110; 125; 160

Length of bars [m]: 6; 12

NOTES:
•	 Possibility of producing pipe in a different colour 
•	 Possibility of producing pipe in other strength parameters

Open trenches pipes

* product available on request at the minimum production requirement

The manufacturer’s recommendations regarding the product’s installation temperature are available in the warranty card.
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