
Underground protective pipes

Symbol  D
[mm]

e
[mm]

Com-
pressive 
strength

L
[m]

Stripes colour

none white red blue orange green yellow

index index index index index index index

TELKOM 25/2,0 25 2 750N 250 11078 11079* 11080* 11081* 11082* 11083*

TELKOM 25/2,3 25 2,3 1250N 250 11084* 11085* 11086* 11087* 11088* 11089*

TELKOM 32/2,0 32 2 450N 250 10718* 10719* 10720* 10721* 10722* 10723* 11071*

TELKOM 32/2,9 32 2,9 1250N 250 10724 10725 10726 10727 10728 10729 11077*

TELKOM 40/3,7 40 3,7 1250N 250 10730 10731 10732 10733 10734 10735 11072*

TELKOM 50/4,6 50 4,6 1250N 100 10736 10737* 10738* 10739* 10740* 10741*

TELKOM 63/3,6 63 3,6 750N 200 12760*

TELKOM 63/4,3 63 4,3 1250N 100 12761*

TELKOM 75/4,5 75 4,5 750N 100 12762*

Optical telecommunications cable protective pipe - TELKOM

Reference documents: PN-EN 61386-24

Characteristics:

•	 Single - layer, flexible pipe
•	 Smooth external surface 
•	 Grooved inner surface with a sliding layer for easy cable pulling
•	 Used by means of ZTELKOM connector

Application:
Construction of cable pipelines, telecommunication secondary sewage, local and 
long-distance teletechnical networks.

Material: HDPE

Compressive strength: 450N; 750N; 1250N

Scope of temperatures: -30°C ÷ 90°C

Colour: Black or black with different colour stripes along the external surface of the pipe

Ø External diameter [mm]: 25; 32; 40; 50; 63; 75

Length of bars [m]: 100; 250

NOTES:

•	 Possibility of producing pipe in different colour on request
•	 Possibility of producing pipe with different strength parameters
•	 Possibility of producing pipe with a smooth inner layer 
•	 Possibility of producing pipe in a different length (examples: 400, 500,1000, 2000 m)

* product available on request at the minimum production
requirement

The manufacturer’s recommendations regarding the product’s installation temperature are available in the warranty card.
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